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[bookmark: _Toc441492307][bookmark: _Toc441647864][bookmark: _Toc474218652]Compliance Declarations
All persons operating under the authority of the [Company Name] Remote Operator Certificate must acknowledge that they have received the instructions, procedures and data contained in the manual identified in the footer of this page.
They must also understand that the contents of the manual have been devised to ensure safety and standardisation of operations conducted by [Company Name]. 
Instructions for making the compliance declaration are contained in the RPAS Operational Procedures (Library).
[bookmark: _Toc533422539]

[bookmark: _Toc28869754]General
[bookmark: _Toc427244301][bookmark: _Toc441492308][bookmark: _Toc441647865][bookmark: _Toc474218653][bookmark: _Toc533422540][bookmark: _Toc28869755]Applicability
[bookmark: _Toc532894731][bookmark: _Toc532894918][bookmark: _Toc532896290][bookmark: _Toc532894732][bookmark: _Toc532894919][bookmark: _Toc532896291][bookmark: _Toc532894733][bookmark: _Toc532894920][bookmark: _Toc532896292][bookmark: _Toc532894734][bookmark: _Toc532894921][bookmark: _Toc532896293][bookmark: _Toc532894735][bookmark: _Toc532894922][bookmark: _Toc532896294][bookmark: _Toc532894736][bookmark: _Toc532894923][bookmark: _Toc532896295][bookmark: _Toc532894737][bookmark: _Toc532894924][bookmark: _Toc532896296][bookmark: _Toc532894738][bookmark: _Toc532894925][bookmark: _Toc532896297][bookmark: _Toc532894739][bookmark: _Toc532894926][bookmark: _Toc532896298][bookmark: _Toc427244302][bookmark: _Toc441492309][bookmark: _Toc441647866][bookmark: _Toc474218654][bookmark: _Toc533422541][bookmark: _Hlk534206545]This manual contains instructions for the operation and management of Remotely Piloted Aircraft Systems (RPAS) and all persons involved in the operation of RPAS that are controlled under the authority of the [Company Name] Remotely Piloted Aircraft Operator’s Certificate (ReOC). 
[bookmark: _Toc28869756]Distribution Control
Upon commencement, each person engaged in an operational capacity will be given read-only access to the Operations Manual which is kept in the Document Libraries dashboard of the Office App. 
Once each person has read the manual, they must make a Compliance Declaration in the Office App, confirming that they have read the content and agree to maintain RPAS in accordance with the manual. The acknowledgement of the compliance declaration will be kept in the Office App.
The Chief Remote Pilot will keep the manual up-to-date at all times, notifying persons and CASA of any amendments. A new Compliance Declaration will be made and kept in the Office App when a new version of the manual is made. This will be regarded as an undertaking by the person that they have read the amendment and will operate RPAS in accordance with the manual. If CASA subsequently indicates that a particular amendment is not acceptable, then any action and / or changes required by CASA shall be followed and / or implemented as soon as reasonably practicable.
Copies of any manual not accessed directly from the Office App are not controlled and must not be used as a basis for controlling operations unless it has been verified that the uncontrolled copy is the same as the current Office App edition of the manual.
The Chief Remote Pilot shall annually review the Operations Manual to ensure the relevance and currency of all procedures. A record of the review shall be made in the controlled copy on the intranet indicating that the review has been completed and indicating whether any amendments were required as a result of the review.
[bookmark: _Toc533422542][bookmark: _Toc28869757]Compliance Requirement
The instructions, procedures and information contained in this manual have been devised to ensure the legality, safety and standardisation in the conduct of operations. They are to be observed by all operating personnel. Personnel are reminded of their obligation to comply with the Civil Aviation Act, Regulations and Orders and such directives, aeronautical information and notices as issued in CASA and Airservices Australia publications.
Nothing in this manual takes precedence over CASA regulations or permits unsafe operation.
[bookmark: _Toc532894742][bookmark: _Toc532894929][bookmark: _Toc532896301][bookmark: _Toc427244304][bookmark: _Toc441492311][bookmark: _Toc441647868][bookmark: _Toc474218655][bookmark: _Toc533422543][bookmark: _Toc28869758]Amendment Procedure
Where in the light of operating experience, errors are found in the manual or deficiencies in the manner in which operations are conducted, recommendations for amendment action shall be submitted to the Chief Remote Pilot.
All changes to Schedule 1 – RPAS Operating Types and Nominated Personnel must be notified to, and accepted by, CASA.  Changes to correct typographical errors or changes to subordinate documents, including Appendices to this manual, may be accepted and approved by the Chief Remote Pilot.
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[bookmark: _Toc533422545][bookmark: _Toc28869760]Abbreviations, Acronyms and Definitions
	Abbreviation
	Definition

	AA
	Area Approval

	AC
	Advisory Circular

	AGL
	Above Ground Level

	ALA
	Authorised Landing Area

	AFMS
	Automatic Flight Management System

	ASL
	Above Sea Level

	AIP
	Aeronautical Information Package

	ATSB
	Australian Transport Safety Bureau

	ADS-B
	Automatic Dependent Surveillance - Broadcast

	ATC
	Air Traffic Control

	ATM
	Air Traffic Management

	BVLOS
	Beyond Visual Line of Sight

	NVLOS
	Night Visual Line of Sight

	CAA
	Civil Aviation Act 1988 (Cth)

	CAO
	Civil Aviation Orders

	CAR
	Civil Aviation Regulations 1988 (Cth)

	CASA
	Civil Aviation Safety Authority

	CASR
	Civil Aviation Safety Regulations 1998 (Cth)

	CTA
	Controlled Airspace

	CRP
	Chief Remote Pilot

	CTAF
	Common Traffic Advisory Frequency

	DAMP
	Drug and Alcohol Management Plan

	EVLOS
	Extended Visual Line of Sight

	ERSA
	En-Route Supplement Australia

	GCS
	Ground Control Station

	GNSS
	Global Navigation Satellite System

	HLS
	Helicopter Landing Site

	IATA
	International Air Transport Association

	ICAO
	International Civil Aviation Organisation

	IAW
	In Accordance With

	JSA
	Job Safety Assessment

	LSALT
	Lowest Safe Altitude

	MOS
	Manual of Standards

	NM
	Nautical Miles

	NVFR
	Night VFR

	NOTAM
	Notice to Airmen

	OEM
	Original Equipment Manufacturer

	RePL
	Remote Pilot Licence

	ReOC
	Remotely Piloted Aircraft Operators Certificate - CASA

	RP
	Remote Pilot

	RPA
	Remotely Piloted RPA

	RPAS
	Remotely Piloted RPA System

	RPIC
	Remote Pilot in Command

	TEM
	Threat and Error Management

	VFR
	Visual Flying Rules

	VLOS
	Visual Line of Sight

	VTOL
	Vertical Take-off & Landing

	VMC
	Visual Meteorological Conditions
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[bookmark: _Toc533422546][bookmark: _Toc28869761]PART A – OPERATIONS
[bookmark: _Toc532816780][bookmark: _Toc532816844][bookmark: _Toc532816908][bookmark: _Toc532816993][bookmark: _Toc532819249][bookmark: _Toc532819301][bookmark: _Toc532819354][bookmark: _Toc532819413][bookmark: _Toc532819499][bookmark: _Toc532819563][bookmark: _Toc532819627][bookmark: _Toc532819698][bookmark: _Toc532819769][bookmark: _Toc532819853][bookmark: _Toc532819946][bookmark: _Toc532820021][bookmark: _Toc532820096][bookmark: _Toc532820178][bookmark: _Toc532820232][bookmark: _Toc532820292][bookmark: _Toc532820346][bookmark: _Toc532820481][bookmark: _Toc532820562][bookmark: _Toc532825038][bookmark: _Toc532825109][bookmark: _Toc532825161][bookmark: _Toc532825190][bookmark: _Toc532894751][bookmark: _Toc532894938][bookmark: _Toc533422547][bookmark: _Toc28869762]Profile
[bookmark: _Toc533422548][bookmark: _Ref25746594][Company Name] is a Remotely Pilot Aircraft Systems (RPAS) business based in [Place]. The operation specialises in aerial work using Remotely Piloted Aircraft Systems.
[bookmark: _Toc28869763]Statement of Compliance
All aerial operations using RPAS will be conducted in accordance with the conditions and limitations placed on the Remotely Piloted Aircraft Operator’s Certificate (ReOC). A copy of the approved ReOC is included at Appendix 1 of this manual. 
A copy of the ReOC can also be found in the Document Libraries dashboard of the Office App.
[bookmark: _Toc533422549][bookmark: _Toc28869764]Organisational Structure


The nominated personnel in the positions of CEO, Chief Remote Pilot and Maintenance Controller are included in Schedule 1 of this manual.
[bookmark: _Toc533422550][bookmark: _Toc28869765]Accountabilities and Responsibilities
[bookmark: _Toc533422551][bookmark: _Toc28869766]Accountabilities of CEO
The CEO is accountable for safety and corporate compliance. They will provide the necessary resources so that all operations and maintenance can be conducted to meet company obligations, goals and objectives including finance and human resources.  The CEO is accountable to ensure the currency of the ReOC and will ensure that any operation conducted on behalf of the company is conducted under the control and authority of the Chief Remote Pilot and/or Maintenance Controller as identified on the ReOC.   


The CEO is required to advise CASA of any of the following: 
Changes to the company’s name or registered address 
Nomination of a new Maintenance Controller or Chief Remote Pilot 
Changes to the financial status of the operator (bankruptcy, liquidation, etc.)
Respond to safety related surveys or questionnaires
[bookmark: _Toc532811340][bookmark: _Toc532816568][bookmark: _Toc532816721][bookmark: _Toc532816784][bookmark: _Toc532816848][bookmark: _Toc532816912][bookmark: _Toc532816997][bookmark: _Toc532819253][bookmark: _Toc532819305][bookmark: _Toc532819358][bookmark: _Toc532819417][bookmark: _Toc532819503][bookmark: _Toc532819567][bookmark: _Toc532819631][bookmark: _Toc532819702][bookmark: _Toc532819773][bookmark: _Toc532819857][bookmark: _Toc532819950][bookmark: _Toc532820025][bookmark: _Toc532820100][bookmark: _Toc532820182][bookmark: _Toc532820236][bookmark: _Toc532820296][bookmark: _Toc532820350][bookmark: _Toc532811341][bookmark: _Toc532816569][bookmark: _Toc532816722][bookmark: _Toc532816785][bookmark: _Toc532816849][bookmark: _Toc532816913][bookmark: _Toc532816998][bookmark: _Toc532819254][bookmark: _Toc532819306][bookmark: _Toc532819359][bookmark: _Toc532819418][bookmark: _Toc532819504][bookmark: _Toc532819568][bookmark: _Toc532819632][bookmark: _Toc532819703][bookmark: _Toc532819774][bookmark: _Toc532819858][bookmark: _Toc532819951][bookmark: _Toc532820026][bookmark: _Toc532820101][bookmark: _Toc532820183][bookmark: _Toc532820237][bookmark: _Toc532820297][bookmark: _Toc532820351][bookmark: _Toc532811342][bookmark: _Toc532816570][bookmark: _Toc532816723][bookmark: _Toc532816786][bookmark: _Toc532816850][bookmark: _Toc532816914][bookmark: _Toc532816999][bookmark: _Toc532819255][bookmark: _Toc532819307][bookmark: _Toc532819360][bookmark: _Toc532819419][bookmark: _Toc532819505][bookmark: _Toc532819569][bookmark: _Toc532819633][bookmark: _Toc532819704][bookmark: _Toc532819775][bookmark: _Toc532819859][bookmark: _Toc532819952][bookmark: _Toc532820027][bookmark: _Toc532820102][bookmark: _Toc532820184][bookmark: _Toc532820238][bookmark: _Toc532820298][bookmark: _Toc532820352][bookmark: _Toc532811343][bookmark: _Toc532816571][bookmark: _Toc532816724][bookmark: _Toc532816787][bookmark: _Toc532816851][bookmark: _Toc532816915][bookmark: _Toc532817000][bookmark: _Toc532819256][bookmark: _Toc532819308][bookmark: _Toc532819361][bookmark: _Toc532819420][bookmark: _Toc532819506][bookmark: _Toc532819570][bookmark: _Toc532819634][bookmark: _Toc532819705][bookmark: _Toc532819776][bookmark: _Toc532819860][bookmark: _Toc532819953][bookmark: _Toc532820028][bookmark: _Toc532820103][bookmark: _Toc532820185][bookmark: _Toc532820239][bookmark: _Toc532820299][bookmark: _Toc532820353][bookmark: _Toc532811344][bookmark: _Toc532816572][bookmark: _Toc532816725][bookmark: _Toc532816788][bookmark: _Toc532816852][bookmark: _Toc532816916][bookmark: _Toc532817001][bookmark: _Toc532819257][bookmark: _Toc532819309][bookmark: _Toc532819362][bookmark: _Toc532819421][bookmark: _Toc532819507][bookmark: _Toc532819571][bookmark: _Toc532819635][bookmark: _Toc532819706][bookmark: _Toc532819777][bookmark: _Toc532819861][bookmark: _Toc532819954][bookmark: _Toc532820029][bookmark: _Toc532820104][bookmark: _Toc532820186][bookmark: _Toc532820240][bookmark: _Toc532820300][bookmark: _Toc532820354][bookmark: _Toc532811345][bookmark: _Toc532816573][bookmark: _Toc532816726][bookmark: _Toc532816789][bookmark: _Toc532816853][bookmark: _Toc532816917][bookmark: _Toc532817002][bookmark: _Toc532819258][bookmark: _Toc532819310][bookmark: _Toc532819363][bookmark: _Toc532819422][bookmark: _Toc532819508][bookmark: _Toc532819572][bookmark: _Toc532819636][bookmark: _Toc532819707][bookmark: _Toc532819778][bookmark: _Toc532819862][bookmark: _Toc532819955][bookmark: _Toc532820030][bookmark: _Toc532820105][bookmark: _Toc532820187][bookmark: _Toc532820241][bookmark: _Toc532820301][bookmark: _Toc532820355][bookmark: _Toc532811346][bookmark: _Toc532816574][bookmark: _Toc532816727][bookmark: _Toc532816790][bookmark: _Toc532816854][bookmark: _Toc532816918][bookmark: _Toc532817003][bookmark: _Toc532819259][bookmark: _Toc532819311][bookmark: _Toc532819364][bookmark: _Toc532819423][bookmark: _Toc532819509][bookmark: _Toc532819573][bookmark: _Toc532819637][bookmark: _Toc532819708][bookmark: _Toc532819779][bookmark: _Toc532819863][bookmark: _Toc532819956][bookmark: _Toc532820031][bookmark: _Toc532820106][bookmark: _Toc532820188][bookmark: _Toc532820242][bookmark: _Toc532820302][bookmark: _Toc532820356][bookmark: _Toc532811347][bookmark: _Toc532816575][bookmark: _Toc532816728][bookmark: _Toc532816791][bookmark: _Toc532816855][bookmark: _Toc532816919][bookmark: _Toc532817004][bookmark: _Toc532819260][bookmark: _Toc532819312][bookmark: _Toc532819365][bookmark: _Toc532819424][bookmark: _Toc532819510][bookmark: _Toc532819574][bookmark: _Toc532819638][bookmark: _Toc532819709][bookmark: _Toc532819780][bookmark: _Toc532819864][bookmark: _Toc532819957][bookmark: _Toc532820032][bookmark: _Toc532820107][bookmark: _Toc532820189][bookmark: _Toc532820243][bookmark: _Toc532820303][bookmark: _Toc532820357][bookmark: _Toc532811348][bookmark: _Toc532816576][bookmark: _Toc532816729][bookmark: _Toc532816792][bookmark: _Toc532816856][bookmark: _Toc532816920][bookmark: _Toc532817005][bookmark: _Toc532819261][bookmark: _Toc532819313][bookmark: _Toc532819366][bookmark: _Toc532819425][bookmark: _Toc532819511][bookmark: _Toc532819575][bookmark: _Toc532819639][bookmark: _Toc532819710][bookmark: _Toc532819781][bookmark: _Toc532819865][bookmark: _Toc532819958][bookmark: _Toc532820033][bookmark: _Toc532820108][bookmark: _Toc532820190][bookmark: _Toc532820244][bookmark: _Toc532820304][bookmark: _Toc532820358][bookmark: _Toc532811349][bookmark: _Toc532816577][bookmark: _Toc532816730][bookmark: _Toc532816793][bookmark: _Toc532816857][bookmark: _Toc532816921][bookmark: _Toc532817006][bookmark: _Toc532819262][bookmark: _Toc532819314][bookmark: _Toc532819367][bookmark: _Toc532819426][bookmark: _Toc532819512][bookmark: _Toc532819576][bookmark: _Toc532819640][bookmark: _Toc532819711][bookmark: _Toc532819782][bookmark: _Toc532819866][bookmark: _Toc532819959][bookmark: _Toc532820034][bookmark: _Toc532820109][bookmark: _Toc532820191][bookmark: _Toc532820245][bookmark: _Toc532820305][bookmark: _Toc532820359][bookmark: _Toc532811350][bookmark: _Toc532816578][bookmark: _Toc532816731][bookmark: _Toc532816794][bookmark: _Toc532816858][bookmark: _Toc532816922][bookmark: _Toc532817007][bookmark: _Toc532819263][bookmark: _Toc532819315][bookmark: _Toc532819368][bookmark: _Toc532819427][bookmark: _Toc532819513][bookmark: _Toc532819577][bookmark: _Toc532819641][bookmark: _Toc532819712][bookmark: _Toc532819783][bookmark: _Toc532819867][bookmark: _Toc532819960][bookmark: _Toc532820035][bookmark: _Toc532820110][bookmark: _Toc532820192][bookmark: _Toc532820246][bookmark: _Toc532820306][bookmark: _Toc532820360][bookmark: _Toc532811351][bookmark: _Toc532816579][bookmark: _Toc532816732][bookmark: _Toc532816795][bookmark: _Toc532816859][bookmark: _Toc532816923][bookmark: _Toc532817008][bookmark: _Toc532819264][bookmark: _Toc532819316][bookmark: _Toc532819369][bookmark: _Toc532819428][bookmark: _Toc532819514][bookmark: _Toc532819578][bookmark: _Toc532819642][bookmark: _Toc532819713][bookmark: _Toc532819784][bookmark: _Toc532819868][bookmark: _Toc532819961][bookmark: _Toc532820036][bookmark: _Toc532820111][bookmark: _Toc532820193][bookmark: _Toc532820247][bookmark: _Toc532820307][bookmark: _Toc532820361][bookmark: _Toc532811352][bookmark: _Toc532816580][bookmark: _Toc532816733][bookmark: _Toc532816796][bookmark: _Toc532816860][bookmark: _Toc532816924][bookmark: _Toc532817009][bookmark: _Toc532819265][bookmark: _Toc532819317][bookmark: _Toc532819370][bookmark: _Toc532819429][bookmark: _Toc532819515][bookmark: _Toc532819579][bookmark: _Toc532819643][bookmark: _Toc532819714][bookmark: _Toc532819785][bookmark: _Toc532819869][bookmark: _Toc532819962][bookmark: _Toc532820037][bookmark: _Toc532820112][bookmark: _Toc532820194][bookmark: _Toc532820248][bookmark: _Toc532820308][bookmark: _Toc532820362][bookmark: _Toc532811353][bookmark: _Toc532816581][bookmark: _Toc532816734][bookmark: _Toc532816797][bookmark: _Toc532816861][bookmark: _Toc532816925][bookmark: _Toc532817010][bookmark: _Toc532819266][bookmark: _Toc532819318][bookmark: _Toc532819371][bookmark: _Toc532819430][bookmark: _Toc532819516][bookmark: _Toc532819580][bookmark: _Toc532819644][bookmark: _Toc532819715][bookmark: _Toc532819786][bookmark: _Toc532819870][bookmark: _Toc532819963][bookmark: _Toc532820038][bookmark: _Toc532820113][bookmark: _Toc532820195][bookmark: _Toc532820249][bookmark: _Toc532820309][bookmark: _Toc532820363][bookmark: _Toc532811354][bookmark: _Toc532816582][bookmark: _Toc532816735][bookmark: _Toc532816798][bookmark: _Toc532816862][bookmark: _Toc532816926][bookmark: _Toc532817011][bookmark: _Toc532819267][bookmark: _Toc532819319][bookmark: _Toc532819372][bookmark: _Toc532819431][bookmark: _Toc532819517][bookmark: _Toc532819581][bookmark: _Toc532819645][bookmark: _Toc532819716][bookmark: _Toc532819787][bookmark: _Toc532819871][bookmark: _Toc532819964][bookmark: _Toc532820039][bookmark: _Toc532820114][bookmark: _Toc532820196][bookmark: _Toc532820250][bookmark: _Toc532820310][bookmark: _Toc532820364][bookmark: _Toc532811355][bookmark: _Toc532816583][bookmark: _Toc532816736][bookmark: _Toc532816799][bookmark: _Toc532816863][bookmark: _Toc532816927][bookmark: _Toc532817012][bookmark: _Toc532819268][bookmark: _Toc532819320][bookmark: _Toc532819373][bookmark: _Toc532819432][bookmark: _Toc532819518][bookmark: _Toc532819582][bookmark: _Toc532819646][bookmark: _Toc532819717][bookmark: _Toc532819788][bookmark: _Toc532819872][bookmark: _Toc532819965][bookmark: _Toc532820040][bookmark: _Toc532820115][bookmark: _Toc532820197][bookmark: _Toc532820251][bookmark: _Toc532820311][bookmark: _Toc532820365][bookmark: _Toc532811356][bookmark: _Toc532816584][bookmark: _Toc532816737][bookmark: _Toc532816800][bookmark: _Toc532816864][bookmark: _Toc532816928][bookmark: _Toc532817013][bookmark: _Toc532819269][bookmark: _Toc532819321][bookmark: _Toc532819374][bookmark: _Toc532819433][bookmark: _Toc532819519][bookmark: _Toc532819583][bookmark: _Toc532819647][bookmark: _Toc532819718][bookmark: _Toc532819789][bookmark: _Toc532819873][bookmark: _Toc532819966][bookmark: _Toc532820041][bookmark: _Toc532820116][bookmark: _Toc532820198][bookmark: _Toc532820252][bookmark: _Toc532820312][bookmark: _Toc532820366][bookmark: _Toc532811357][bookmark: _Toc532816585][bookmark: _Toc532816738][bookmark: _Toc532816801][bookmark: _Toc532816865][bookmark: _Toc532816929][bookmark: _Toc532817014][bookmark: _Toc532819270][bookmark: _Toc532819322][bookmark: _Toc532819375][bookmark: _Toc532819434][bookmark: _Toc532819520][bookmark: _Toc532819584][bookmark: _Toc532819648][bookmark: _Toc532819719][bookmark: _Toc532819790][bookmark: _Toc532819874][bookmark: _Toc532819967][bookmark: _Toc532820042][bookmark: _Toc532820117][bookmark: _Toc532820199][bookmark: _Toc532820253][bookmark: _Toc532820313][bookmark: _Toc532820367][bookmark: _Toc532811358][bookmark: _Toc532816586][bookmark: _Toc532816739][bookmark: _Toc532816802][bookmark: _Toc532816866][bookmark: _Toc532816930][bookmark: _Toc532817015][bookmark: _Toc532819271][bookmark: _Toc532819323][bookmark: _Toc532819376][bookmark: _Toc532819435][bookmark: _Toc532819521][bookmark: _Toc532819585][bookmark: _Toc532819649][bookmark: _Toc532819720][bookmark: _Toc532819791][bookmark: _Toc532819875][bookmark: _Toc532819968][bookmark: _Toc532820043][bookmark: _Toc532820118][bookmark: _Toc532820200][bookmark: _Toc532820254][bookmark: _Toc532820314][bookmark: _Toc532820368][bookmark: _Toc532811359][bookmark: _Toc532816587][bookmark: _Toc532816740][bookmark: _Toc532816803][bookmark: _Toc532816867][bookmark: _Toc532816931][bookmark: _Toc532817016][bookmark: _Toc532819272][bookmark: _Toc532819324][bookmark: _Toc532819377][bookmark: _Toc532819436][bookmark: _Toc532819522][bookmark: _Toc532819586][bookmark: _Toc532819650][bookmark: _Toc532819721][bookmark: _Toc532819792][bookmark: _Toc532819876][bookmark: _Toc532819969][bookmark: _Toc532820044][bookmark: _Toc532820119][bookmark: _Toc532820201][bookmark: _Toc532820255][bookmark: _Toc532820315][bookmark: _Toc532820369][bookmark: _Toc532811361][bookmark: _Toc532819658][bookmark: _Toc532819729][bookmark: _Toc532819800][bookmark: _Toc532819884][bookmark: _Toc532819977][bookmark: _Toc532820052][bookmark: _Toc532820127][bookmark: _Toc532811362][bookmark: _Toc532819659][bookmark: _Toc532819730][bookmark: _Toc532819801][bookmark: _Toc532819885][bookmark: _Toc532819978][bookmark: _Toc532820053][bookmark: _Toc532820128][bookmark: _Toc532811363][bookmark: _Toc532819660][bookmark: _Toc532819731][bookmark: _Toc532819802][bookmark: _Toc532819886][bookmark: _Toc532819979][bookmark: _Toc532820054][bookmark: _Toc532820129][bookmark: _Toc532811364][bookmark: _Toc532819661][bookmark: _Toc532819732][bookmark: _Toc532819803][bookmark: _Toc532819887][bookmark: _Toc532819980][bookmark: _Toc532820055][bookmark: _Toc532820130][bookmark: _Toc532811365][bookmark: _Toc532819662][bookmark: _Toc532819733][bookmark: _Toc532819804][bookmark: _Toc532819888][bookmark: _Toc532819981][bookmark: _Toc532820056][bookmark: _Toc532820131][bookmark: _Toc532811366][bookmark: _Toc532819663][bookmark: _Toc532819734][bookmark: _Toc532819805][bookmark: _Toc532819889][bookmark: _Toc532819982][bookmark: _Toc532820057][bookmark: _Toc532820132][bookmark: _Toc532811367][bookmark: _Toc532819664][bookmark: _Toc532819735][bookmark: _Toc532819806][bookmark: _Toc532819890][bookmark: _Toc532819983][bookmark: _Toc532820058][bookmark: _Toc532820133][bookmark: _Toc532811368][bookmark: _Toc532819665][bookmark: _Toc532819736][bookmark: _Toc532819807][bookmark: _Toc532819891][bookmark: _Toc532819984][bookmark: _Toc532820059][bookmark: _Toc532820134][bookmark: _Toc532811369][bookmark: _Toc532819666][bookmark: _Toc532819737][bookmark: _Toc532819808][bookmark: _Toc532819892][bookmark: _Toc532819985][bookmark: _Toc532820060][bookmark: _Toc532820135][bookmark: _Toc532811370][bookmark: _Toc532819667][bookmark: _Toc532819738][bookmark: _Toc532819809][bookmark: _Toc532819893][bookmark: _Toc532819986][bookmark: _Toc532820061][bookmark: _Toc532820136][bookmark: _Toc532811372][bookmark: _Toc532816589][bookmark: _Toc532816742][bookmark: _Toc532816805][bookmark: _Toc532816869][bookmark: _Toc532816933][bookmark: _Toc532817018][bookmark: _Toc532819274][bookmark: _Toc532819326][bookmark: _Toc532819379][bookmark: _Toc532819438][bookmark: _Toc532819524][bookmark: _Toc532819588][bookmark: _Toc532819669][bookmark: _Toc532819740][bookmark: _Toc532819811][bookmark: _Toc532819895][bookmark: _Toc532819988][bookmark: _Toc532820063][bookmark: _Toc532820138][bookmark: _Toc532820203][bookmark: _Toc532820257][bookmark: _Toc532820317][bookmark: _Toc532820371][bookmark: _Toc532811373][bookmark: _Toc532816590][bookmark: _Toc532816743][bookmark: _Toc532816806][bookmark: _Toc532816870][bookmark: _Toc532816934][bookmark: _Toc532817019][bookmark: _Toc532819275][bookmark: _Toc532819327][bookmark: _Toc532819380][bookmark: _Toc532819439][bookmark: _Toc532819525][bookmark: _Toc532819589][bookmark: _Toc532819670][bookmark: _Toc532819741][bookmark: _Toc532819812][bookmark: _Toc532819896][bookmark: _Toc532819989][bookmark: _Toc532820064][bookmark: _Toc532820139][bookmark: _Toc532820204][bookmark: _Toc532820258][bookmark: _Toc532820318][bookmark: _Toc532820372][bookmark: _Toc532820261][bookmark: _Toc532820321][bookmark: _Toc532820375][bookmark: _Toc532819673][bookmark: _Toc532819744][bookmark: _Toc532819815][bookmark: _Toc532819899][bookmark: _Toc532819995][bookmark: _Toc532820070][bookmark: _Toc532820146][bookmark: _Hlk533764122][bookmark: _Toc533169060][bookmark: _Toc533422552][bookmark: _Toc28869767]Responsibilities of Chief Remote Pilot
[bookmark: _Hlk533764235]The Chief Remote Pilot is responsible for all operational matters and Remote Pilot (RP) training affecting the safety of operations. The role and responsibilities of the Chief Remote Pilot are to:
Ensure that operations are conducted in compliance with the Civil Aviation Act and the Regulations
Maintain a record of qualifications held by each RP
Monitor and maintain operational standards and supervise RP(s) who work under the authority of the ReOC
Maintain a complete and up-to-date reference library of operational documents as required by CASA for the class of operations conducted
Develop applications for approvals and permissions where required to facilitate operations
Develop checklists and procedures relating to flight operations
Be the point of contact with CASA
Notify CASA prior to any change to this manual or its schedule.  
[bookmark: _Toc533422553][bookmark: _Toc28869768]Responsibilities of Maintenance Controller
The Maintenance Controller is responsible for ensuring the maintenance of Remotely Piloted Aircraft Systems (RPAS) in accordance with the manufacturer specifications. The role and responsibilities of the Maintenance Controller are to:
Control all RPAS maintenance, either scheduled or unscheduled
Keep records of personnel permitted to perform maintenance on RPA including details of their training and qualifications
Develop, enforce and monitor RPAS maintenance standards
Maintain a record of RPAS defects and any unserviceability
Ensure that specialist equipment items including payload equipment are serviceable
Maintain a thorough technical knowledge of RPAS operating under the authority of the ReOC
Ensure maintenance activities are conducted in accordance with the procedures detailed in the relevant RPAS section of the RPAS Operations Procedures (Library)
Investigate all significant defects in the RPAS.

[bookmark: _Toc533422554][bookmark: _Toc28869769]Responsibilities of Remote Pilot in Command
For the purposes of this manual a Remote Pilot includes a holder of a Remote Pilots Licence (RePL) or UAV Controllers Certificate.  The Remote Pilot in Command of a RPA is responsible for:
Conducting flight in accordance with these procedures 
The safe operation of the RPA
Acting in accordance with these procedures
Complying with applicable regulatory requirements and supporting documents such as the AIP.
[bookmark: _Toc533422555][bookmark: _Toc28869770]Responsibilities of Camera Operators, Spotters and Others
All Camera Operators, Spotters and other persons involved in the operation of RPAS controlled under the authority of the ReOC are required to comply with the procedures set out in this manual and any lawful direction given to them by a UAV controller or Remote Pilot in Command.
[bookmark: _Toc533422556][bookmark: _Toc28869771]General Operating Standards
[bookmark: _Toc533422557][bookmark: _Toc28869772]Fitness for Duty
The operator is committed to providing an environment that ensures the optimal performance of any person working under the authority of this ReOC. 
Remote Pilots or any other person involved in the operations of RPAS are required to consider their fitness for duty prior to undertaking any duty under the authority of this ReOC, including but not limited to the following:
General well being 
Adequately rested 
Alcohol consumption 
Drugs and medication use   
Adversely affected by stress 
Mental fitness.
[bookmark: _Toc533422558][bookmark: _Toc28869773]Alcohol consumption
Remote Pilots or any other person involved in the operations of RPAS under the authority of this ReOC shall not perform their duties whilst under the influence of alcohol.  Alcohol must not be consumed within 8 hours of commencing RPAS operations or at any time during any period of an operation.  As a ‘safety-sensitive aviation activity,’ operational person(s) working under the authority of this ReOC may be randomly tested for alcohol and other drugs and are required to conform with any drug and alcohol testing requirements as directed by CASA.  
[bookmark: _Toc533422559][bookmark: _Toc28869774]Drugs and medication use
Remote Pilots or any other person involved in the operations of RPAS shall not perform their duties whilst having consumed, used, or absorbed any drug, pharmaceutical or medicinal preparation or other substance in any quantity that will impair their ability to perform their duties under the authority of this ReOC. 
All persons working under the authority of this ReOC must not perform any task if their performance can be adversely affected by medication (prescription or non-prescription).  It is their responsibility to advise the Chief Remote Pilot about any medication that they are taking that may negatively impact on their performance.
No person working under the authority of this ReOC is permitted to perform any tasks whilst under the influence of illegal drugs.
[bookmark: _Toc533422560][bookmark: _Toc28869775]Fatigue management 
When authorising any operation, the Chief Remote Pilot must ensure the potential for fatigue is minimised. This includes consideration of travel time to a location, the complexity and duration of an operation, the time of day, and other environmental conditions that can impact on the performance of a person working under the authority of this ReOC. 
Persons working under the authority of this ReOC must not conduct RPAS activities if, considering the circumstances of the operation, they have reason to believe that they are suffering from, or are likely to suffer from, fatigue that may impair their performance.
Persons working under the authority of this ReOC must immediately report fatigue-related concerns to the Chief Remote Pilot who will take appropriate action to remedy the situation.
[bookmark: _Toc533422561][bookmark: _Toc28869776]Transportation of Dangerous Goods
Parts of the RPAS may be classified as dangerous goods and may present a significant risk during transportation. Depending on the type, role or configuration of an RPAS, the following goods could be considered as dangerous:
LiPo batteries and fuel cells
Internal combustion engines
Fuel, chemicals, poisons and their containers and dispensers
Magnetising materials
Pyrotechnics, flares and firearms. 
Full disclosure must be made to the carrier prior to the consignment or carriage of dangerous goods.  The Chief Remote Pilot will ensure that the carrier’s instructions in relation to the transport and applicable packaging requirements for dangerous goods are complied with.
Appendix 10 of the RPAS Operations Procedures (Library) deals with Battery Management Policy.
[bookmark: _Toc533422562][bookmark: _Toc28869777]Remote Pilot Administration
[bookmark: _Toc533422563][bookmark: _Toc28869778]Remote Pilot qualifications
All Remote Pilots working under the authority of the ReOC must hold a valid UAV Controllers Certificate or a Remote Pilot Certificate issued by CASA for the type and rating of RPA being operated on behalf of the company.
[bookmark: _Toc533422564][bookmark: _Toc28869779]Remote Pilots to maintain log books
Remote Pilots are required to have a personal Remotely Piloted Aircraft logbook. It is their responsibility to ensure that all flight details are recorded in their logbook and kept current. 
[bookmark: _Toc533422565][bookmark: _Toc28869780]Remote Pilots to be competent
Remote Pilots are required to be familiar with this manual and any policies and procedures. The Chief Remote Pilot is responsible for ensuring that Remote Pilots and all other persons working under the authority of this ReOC are competent prior to conducting commercial operations. 
[bookmark: _Toc533422566][bookmark: _Toc28869781]Flight Conduct
[bookmark: _Toc533422567][bookmark: _Toc28869782]All flights must be authorised by the Chief Remote Pilot
Each Mission must be authorised by the Chief Remote Pilot and recorded on a Flight Authorisation Form (Appendix 1 of the RPAS Operations Procedures (Library)).
The Chief Remote Pilot is responsible for the operational standards and supervision of Remote Pilots who are working under the authority of the ReOC.
[bookmark: _Toc533422568][bookmark: _Toc28869783]Persons permitted to operate RPA
Only those persons trained in accordance with Part C of this Manual and authorised by the Chief Remote Pilot may operate an RPA under the authority of the ReOC.
[bookmark: _Toc533422569][bookmark: _Toc28869784]Handover/takeover procedures
In normal operations, the handover of RPA controls from one remote to another whilst the RPA is in flight is not permitted. 
In operations where the handover of control is required between Remote Pilots, the operation must be approved by the Chief Remote Pilot in accordance with the Handover/Takeover Procedures detailed in the RPAS Operations Procedures (Library).
[bookmark: _Toc533422570][bookmark: _Toc28869785]Remote Pilot briefing including emergency procedures
 Where an operation involves more than one person, the Remote Pilot must provide a safety brief to each person involved in the operation. The Pre-Operational briefing must provide details of the actions and responsibilities of everyone involved in the operation (refer Appendix 2 in the RPAS Operations Procedures (Library)).
[bookmark: _Toc533422571][bookmark: _Toc28869786]Use of checklists
A number of checklists exist to ensure the safe operation of RPAS. These checklists include, but are not limited to:
Job Safety Assessment (JSA) - Appendix 5 in the RPAS Operations Procedures (Library) 
Pre-Operational Briefing Checklist - Appendix 2 in the RPAS Operations Procedures (Library) 
Pre-Flight Checklists - Appendix 9 in the RPAS Operations Procedures (Library)
Post-Flight Checklists - Appendix 9 in the RPAS Operations Procedures (Library).
Where a checklist has been developed all operations and activities must be conducted in accordance with the checklist.



[bookmark: _Toc532894755][bookmark: _Toc532894942][bookmark: _Toc532896313][bookmark: _Toc440969454][bookmark: _Toc441655429][bookmark: _Toc474218664][bookmark: _Toc533422572][bookmark: _Toc28869787]Part B – Operating RPAS
The Remote Pilot Aircraft System (RPAS) includes a number of elements, each with their own unique operational requirements. Each element has an interface with the other elements in the RPAS and as such, these inter-relationships need to be considered. The main elements of a RPAS are as follows:
The RPA;
The RPA ground station;
RPA launch and recovery equipment;
The payload and role equipment.
[bookmark: _Toc533422573][bookmark: _Toc28869788]Source of RPAS Operating Instructions
Each element of the RPAS must be operated in accordance with the manufacturer’s instructions as contained or referenced in the supporting operational and maintenance documents for each RPAS configuration. 
[bookmark: _Toc533422574][bookmark: _Toc28869789]RPAS Operations Procedures (Library)
The RPAS Operations Procedures (Library) is available to all people conducting activities under the authority of the ReOC. The Chief Remote Pilot is responsible for maintaining the library. The RPAS Operations Procedures (Library) contains:
A section that contains general and specific operational procedures;
A section for each RPAS type operated under the authority of the ReOC.
The specific section for each RPAS will include the following information:
Maintenance information such as pre/post flight checks, maintenance schedules, maintenance manuals for RPA/ground station/camera, etc.;
RPAS operational information such as RPAS user manuals for RPA/ground station/camera, etc.
Information included in the RPAS Operations Procedures (Library) may be a hard copy or electronic document or included by reference to an external source.
The Chief Remote Pilot must ensure that all information required to safely conduct an operation is available to the Remote Pilot. Where online information is used, the Chief Remote Pilot will consider the availability of online connections prior to the authorisation of the operation.
[bookmark: _Toc533422575][bookmark: _Toc28869790]Precedence of Manuals
If differences exist between the manufacturer’s instructions and company operational or maintenance procedures, the manufacturer’s procedures will be followed unless the company procedure provide a higher safety standard.
If any person conducting operations under the authority of this ReOC identifies a difference between company and manufacturer’s procedures, the difference must be reported to the Chief Remote Pilot / Maintenance Controller (as appropriate).
[bookmark: _Toc533422576][bookmark: _Toc28869791]RPAS Serviceability Prior to Operation
Pre-flight and Post-flight Checklist are mandated for all operations. The Remote Pilot must record the completion of these checklists on the flight log. 
The Remote Pilot must ensure that all defects or outstanding maintenance actions detailed in the Defect/Maintenance Log have been addressed prior to operation of the RPAS.
[bookmark: _Toc533422577][bookmark: _Toc28869792]Method of Recording Hours in Service and Defects
Each Remote Pilot is responsible to ensure that “time in service” is recorded in the RPAS Aircraft Flight Log. All defects and maintenance issues are to be recorded in the RPAS Defect and Maintenance Log. Section F of this manual details the procedures for recording of RPAS defects and maintenance requirements. Time in service, is the time between motor(s) start up to motor(s) shutdown.
[bookmark: _Toc533422578][bookmark: _Toc28869793]Maintenance Control of RPAS
All RPAS operated under the authority of this ReOC will be operated under the maintenance control of the operator. Each RPA operated under this ReOC is identified in Schedule 1.



[bookmark: _Ref532902100][bookmark: _Toc533422579][bookmark: _Toc28869794]Part C – Internal Training
The training requirements for those persons working under the authority of the ReOC include consideration of their general training needs with regards to this Operations Manual, RPAS equipment, and specific operational activities that the person will be involved in, such as specialised operations.   
[bookmark: _Toc533422580][bookmark: _Toc28869795]Persons Permitted to Conduct Training
The Chief Remote Pilot and person(s) nominated by the Chief Remote Pilot are permitted to provide internal training. The Chief Remote Pilot will ensure that appropriate measures of competency are in place to ensure the effectiveness of training that has been provided.
[bookmark: _Toc533422581][bookmark: _Toc28869796]Record Keeping
The Chief Remote Pilot is responsible for ensuring records are kept of all training and proficiency checks (including flight tests) that are conducted on any person involved in operations under the authority of the ReOC. Unless otherwise specified in the MOS, all training records will be kept for a minimum of three years. 
[bookmark: _Ref532909365][bookmark: _Ref532909369][bookmark: _Toc533422582][bookmark: _Toc28869797]Remote Pilot Induction Training Requirements
Remote Pilots must complete the following induction training prior to commercial operations:
Policy and Procedure training in accordance with Appendix 3 of the RPAS Operations Procedures (Library)
RPAS type training as specified in Appendix 4 of the RPAS Operations Procedures (Library) on the types that the Remote Pilot is to be authorised to fly.
[bookmark: _Toc533422583][bookmark: _Toc28869798]Remote Pilot Type Conversion Training Requirements
Remote Pilots who have not completed training on a particular type of RPAS must complete RPAS type training (Appendix 4 of the RPAS Operations Procedures (Library)) prior to operating a RPA in any commercial operation conducted under the authority of this ReOC.
[bookmark: _Toc533422584][bookmark: _Toc28869799]Remote Pilot Training for Specialised Operations
Training requirements for specialised operational activities (e.g. night time operations, BVLOS, etc.,) are detailed in the RPAS Operations Procedures (Library).  Specialised Operation may include but are not limited to:
Night VLOS operations (Appendix 8 of the RPAS Operations Procedures (Library))
Operations within controlled airspace
Operations above 400ft AGL
BVLOS operations.
[bookmark: _Toc533422585][bookmark: _Toc28869800]Remote Pilot Night VLOS Training Requirements
Remote Pilots must complete Night VLOS training in accordance with Appendix 8 of the RPAS Operations Procedures (Library) prior to operating a RPA in any Night VLOS operations conducted under the authority of this ReOC.

[bookmark: _Toc533422586][bookmark: _Toc28869801]Part D – Operations
[bookmark: _Toc533422587][bookmark: _Toc28869802]Limitations and Conditions
All operations must be carried out within the limitations and conditions as detailed in this manual, the RPAS Operations Procedures (Library), (which is Appendix 4 of this manual), or any other permission, exemption or approval issued by CASA.  Refer to Appendix 2 – Permissions, Exemptions and Approvals.
[bookmark: _Toc533422588][bookmark: _Toc28869803]Feasibility Check and Job Safety Assessment (JSA)
Before a task can be carried out a feasibility check must be performed to ensure it is within the scope of the ReOC. The following flowchart represents the process to be followed to determine if a task may proceed. 
[image: RPAS Risk Assessment Flowchart]
[bookmark: _Toc533422589][bookmark: _Toc28869804]Will the operation be compliant with CASR Part 101?
The first step of the feasibility process is to determine whether the operation can be conducted in compliance with the aviation legislation.  Consideration should be given to all applicable Federal, State or Territory legislation.
In determining if an operation would be conducted in compliance with such legislation, the following matters must be considered, where applicable: 
Are operations in accordance with the conditions listed in the schedule for the ReOC or other regulatory Approval, Permission, or Exemption?
Will operations be conducted greater than 400 ft AGL?
Will operations be conducted in controlled, prohibited or restricted airspace?
Will operations be conducted within 3 NM of the movement area of a controlled aerodrome?
Will operations be conducted within the approach or departure path of a runway of any aerodrome?
Will operations be conducted over a populous area?
Will operations be conducted closer than 30 metres horizontally from any person who is not directly involved in the operation of the RPA? 
Will operations be conducted BVLOS? 
Will operations be conducted at night, in cloud, or in conditions other than VMC?
Are operations prohibited by any other Local, State or Federal Regulation?
Do you have landowner permission?
Will operations create a hazard to another aircraft, another person or property?
[bookmark: _Toc533422590][bookmark: _Toc28869805]Approval, Permission or Exemption 
The Chief Remote Pilot is responsible for applying to CASA for any aviation related Area Approval, Permission and/or Exemption required for an RPAS operation. In general, these requests will be supported by an appropriate safety case and risk assessments to support the proposed operation.
[bookmark: _Toc533422591][bookmark: _Toc28869806]Perform a JSA
A JSA (refer Appendix 5 of the RPAS Operations Procedures (Library)) must be performed during the feasibility planning phase to determine if the operation is viable. Note: the JSA may be applicable to a number of flights at the same location. 
As a minimum, the JSA must consider the following:
Have you investigated the necessary maps and charts (either hard copy or electronic) for the area?
Have you determined if the weather will be suitable for the RPA and the operation?
Have you reviewed the NOTAM related to the operations area? 
Is there a possibility of a person moving into the area of operation or landing area during flight? 
Are there footpaths, or other rights of way?
Is there a suitable take-off and landing areas (including alternate landing area)?
Is there an ability to maintain 30m horizontal separation from the public?
Are there obstructions (buildings, trees etc.)?
Is there a possible radio interference (power lines, antennas etc.)?
Will you have the ability to maintain VLOS?
Does the Remote pilot’s ability match the location/task?
Are there privacy concerns? 
Will there be a need for signage?
[bookmark: _Toc533422592][bookmark: _Toc28869807]Validation of the JSA
The initial JSA will make a number of assumptions about the proposed operation that must be validated by the Remote Pilot at the location prior to any operations (forecast weather/wind, location of persons, etc.). The Remote Pilot must record on the JSA any:
Variations that exist to the initial JSA assumptions
New risks or hazards that have been identified at the location
New risks or hazards that may occur during the operations at the location.
The completed JSA will be keep as a record of the operation for a period of at least two years, or as prescribed in the CASR 101 MOS.  
[bookmark: _Toc533422593][bookmark: _Toc28869808]Is a Risk Assessment Required?
A risk assessment is required for any risk that has not been adequately mitigated by existing risk control measures and procedures.  If an assumption made in the initial JSA is no longer valid, or the Remote Pilot identifies a new risk, these matters must be considered and detailed in the JSA.  
If the Remote Pilot is unable to mitigate the risk using an existing procedure, a Risk Assessment must be completed in accordance with Appendix 3 of this manual.
[bookmark: _Toc533422594][bookmark: _Toc28869809]Threat and Error Management
Threat and Error Management (TEM) is a consideration for all aspects of RPAS operations. 
A threat is defined as an event (in relation to the environment or the aircraft) or an error (from another aircraft, air traffic control or maintenance) occurring outside the influence of persons operating under the authority of this ReOC.
Threats shall be managed by:
Adhering to maintenance requirements and standards
Compliance with operational requirements
Diligence to the JSA requirements and checks
Thorough pre-flight inspections
Application of appropriate site controls.
An error is defined as an action or inaction that leads to a deviation from persons operating under the authority of this ReOC or organisational intentions or expectations. Error in the operational context is considered as a factor reducing the margin of safety and increasing the probability of adverse events. Prevention of errors is encouraged through the use of checklists, operating procedures, clear communications, pilot training and currency.
Management of errors is achieved through:
Training and currency to identify and react to errors in a timely manner
Prioritising tasks: aviate, navigate and communicate
RPAS maintenance and configuration attention
No-blame philosophy with regard to incident reporting debriefs.
TEM is considered in all aspects of standard operating procedures. The Risk Assessment is the key document to identify and mitigate potential issues to standard operations. Job specific TEM is identified as an item for consideration on the JSA at both the initial and on-site stage.
Common job specific TEM issues are dealt with in the JSA.  Common threats/errors and responses considered to manage threats and errors are:
Loss of control and flyaway: toggle controller options (GPS/ Atti/ Manual), invoke return to home, radio broadcast
Low flying aircraft in conflict: abort operations and land, radio broadcast
Loss of visual line of sight: hover (cease operating the controls), move to be in line of sight
Crash, damage to RPA and/or battery: The battery may be unstable and explode/ catch fire; area shall be monitored for at least 15 minutes prior to recovery.
[bookmark: _Toc533422595][bookmark: _Toc28869810]Normal and Non-normal Operations
[bookmark: _Toc533422596][bookmark: _Toc28869811]Normal Operations
The procedure for Normal Operations is detailed in the RPAS Operations Procedures (Library). In addition to the operational procedures detailed for a specific RPA in the relevant user’s manual, the Normal Operations procedure details how a normal operation will be conducted by the RPAS operational crew including:
JSA validation
Take-off, approach, landing and recovery procedures
Post-flight procedures (including mission debrief)
Reporting (technical, flight log, defect, etc.).  
[bookmark: _Toc533422597][bookmark: _Toc28869812]Non-normal Operations
The procedure for Non-normal Operations is detailed in the RPAS Operations Procedures (Library).  In addition to the emergency procedures detailed for a specific RPA in the relevant user’s manual, the Non-normal Operations procedure details how an emergency situation will be handled by the RPAS operational crew including:
Immediate response to loss of control situations
Post-crash procedures
Lost RPA procedures
Emergency contact and reporting requirements
Accident and incident reporting.
[bookmark: _Toc533422598][bookmark: _Toc28869813]Specialised Operations
The specialised operations detailed below may be conducted subject to authorisation by CASA.  Operations within Prohibited or Restricted areas are subject to the approval of the authority controlling the area. Copies of all permissions, exemptions and approvals held by the operator can be found in Appendix 2 – Permissions, Exemptions and Approvals.
[bookmark: _Toc533422599][bookmark: _Toc28869814]Operations within 3NM of aerodromes 
Remote Pilots must not operate an RPA within 3NM of an aerodrome (including any HLS or ALA listed in ERSA) unless the operation has been authorised by the Chief Remote Pilot.  An additional approval is required from CASA for any operations:
Within 3NM of the movement area of a controlled aerodrome (See 4.4.3.2);
in the approach or departure paths of an aerodrome (See 4.4.3.3); or 
over the movement area of an aerodrome (See 4.4.3.4).
The Chief Remote Pilot will conduct a risk assessment in accordance with Appendix 3 – Risk Assessment of this manual for any risk associated with this operation that has not been mitigated by the procedure for ‘Operations within 3nm of Uncontrolled Aerodromes’ detailed in the RPAS Operations Procedures (Library). 
[bookmark: _Ref532905524][bookmark: _Toc533422600][bookmark: _Toc28869815]Operations within 3nm of the movement area of controlled aerodromes
Unless otherwise permitted by CASA, Remote Pilots must not operate an RPA within 3NM of the movement area of a controlled aerodrome.  The Chief Remote Pilot is responsible to ensures that operations are not planned or approved for such areas.   
If permission is granted to operate in the above area, the operation is only permitted if all of the conditions of the relevant permission can be met.  Procedures for operating in these areas, including any specific training requirements or competency standards for Remote Pilots, are detailed in the RPAS Operations Procedures (Library).
Operation below 400ft AGL in a control zone outside of 3NM of the movement area of a controlled aerodrome is permitted provided consideration is given to the risks that may exist with respect to other airspace users.  Risk treatments may include radio broadcast, the issue of NOTAMs, consultation with other airspace users, etc.  
The Chief Remote Pilot will conduct a risk assessment for each of these types of operations in accordance with Section 4.2.5 of this manual prior to authorisation of the operation.  If all risks are satisfactorily mitigated, the Chief Remote Pilot will detail any special operational requirements on the JSA prior to authorising the operation.
[bookmark: _Ref532905558][bookmark: _Toc533422601][bookmark: _Toc28869816]Operations in the approach or departure paths of an aerodrome 
Unless otherwise permitted by CASA, the Remote Pilot must ensure the RPA is not operated at any altitude in the approach or departure path of an Aerodrome, including any ALA or HLS listed in ERSA. The Chief Remote Pilot is responsible for ensuring that operations are not planned or approved for such areas.
If permission is granted to operate in the approach or departure path of an Aerodrome the operation is only permitted if all of the conditions of the relevant permission can be met. Procedures for operating within the approach or departure path of an Aerodrome including any specific training requirements or competency standards for Remote Pilots will be detailed in the RPAS Operations Procedures (Library).
[bookmark: _Ref532905560][bookmark: _Toc533422602][bookmark: _Toc28869817]Operations over the movement area of an aerodrome 
Unless otherwise permitted by CASA, the Remote Pilot must ensure the RPA is not operated over the movement area of an Aerodrome, including any ALA or HLS listed in ERSA.   The Chief Remote Pilot is responsible for ensuring that operations are not planned or approved for such areas.
If permission is granted to operate over the movement area of an Aerodrome the operation is only permitted if all of the conditions of the relevant permission can be met. Procedures for operating over the movement area of an Aerodrome including any specific training requirements or competency standards for Remote Pilots will be detailed in the RPAS Operations Procedures (Library).
Where operations are permitted by CASA, the operations are only permitted if all of the conditions of the relevant permission can be met.  Procedures for operating in the movement area of an Aerodrome including procedures for training requirements, competency standards, etc., will be detailed in the RPAS Operations Procedures (Library). 
[bookmark: _Toc533422603][bookmark: _Toc28869818]Operations at night, in cloud or in conditions other than Day VMC  
Unless otherwise permitted by CASA, the Remote Pilot must ensure the RPA is not operated at night, in cloud or in conditions other than Day VMC. The Chief Remote Pilot is responsible for ensuring that operations are not planned or approved for such conditions.
If permission is granted to operate at night, in cloud or in conditions other than Day VMC, the operation is only permitted if all of the conditions of the relevant permission can be met. Procedures for at night, in cloud or in conditions other than VMC including any specific training requirements or competency standards for Remote Pilots, will be detailed in the RPAS Operations Procedures (Library).
[bookmark: _Toc533422604][bookmark: _Toc28869819]Operations above 400ft AGL  
Unless otherwise permitted by CASA, the Remote Pilot must ensure the RPA is not operated above 400ft AGL. The Chief Remote Pilot is responsible for ensuring that operations are not planned or approved for such areas.
If permission is granted to operate above 400ft AGL, the operation is only permitted if all of the conditions of the relevant permission can be met. Procedures for operations above 400ft including any specific training requirements or competency standards for Remote Pilots will be detailed in the RPAS Operations Procedures (Library).
[bookmark: _Toc533422605][bookmark: _Toc28869820][bookmark: _Hlk7780928]Operations beyond visual line of sight (BVLOS)  
For the purposes of this requirement, visual line of sight is defined as an operation in which the Remote Pilot can maintain direct visual contact with the aircraft, aided only by spectacles or contact lenses (not binoculars or telescopes etc.) to manage its flight and meet separation and collision avoidance responsibilities. BVLOS is defined in CASR 101.073 (3). 
Unless otherwise permitted by CASA, the Remote Pilot must ensure the RPA is not operated BVLOS. The Chief Remote Pilot is responsible for ensuring that operations are not planned or approved for such areas.
If permission is granted to operate BVLOS, the operation is only permitted if all of the conditions of the relevant permission can be met. Procedures for operations BVLOS including any specific training requirements or competency standards for Remote Pilots will be detailed in the RPAS Operations Procedures (Library).
[bookmark: _Toc533422606][bookmark: _Toc28869821]Operations over populous areas
Unless otherwise permitted by CASA, the Remote Pilot must ensure the RPA is not operated over a populous area.  The Chief Remote Pilot is responsible for ensuring that no operation is planned or approved for such areas until approval from CASA has been obtained.
A populous area is defined as an area that has a sufficient density of population for some aspect of the operation, or some event that might happen during the operation (in particular, a fault in, or failure of, the aircraft) to pose an unreasonable risk to the life, safety or property of somebody who is in the area but is not connected with the operation. A populous area is defined in CASR 101.025.
If permission is granted to operate over a populous area, the operation is only permitted if all of the conditions of the relevant permission can be met. Procedures for operations over a populous area including any specific training requirements or competency standards for Remote Pilots will be detailed in the RPAS Operations Procedures (Library).
[bookmark: _Toc533422607][bookmark: _Toc28869822]Hazardous Operations
The Remote Pilot must ensure the RPA is not operated in such a way to create a hazard to another aircraft, another person or property. Unless otherwise authorised by the Chief Remote Pilot, Remote Pilots must ensure the RPA is operated at least 500ft vertically or 1500m horizontally from any airborne manned aircraft. 
[bookmark: _Toc533422608][bookmark: _Toc28869823]Operations in restricted or prohibited airspace  
The Remote Pilot must ensure the RPA is not operated in restricted or prohibited airspace unless otherwise permitted by the authority controlling the airspace. All operations must be in accordance with any conditions imposed by the controlling authority. The Chief Remote Pilot is responsible for ensuring that operations are not planned or approved for such areas without the permission of the controlling authority.
Where permission has been obtained to operate in restricted or prohibited airspace, the Chief Remote Pilot will detail the conditions of this approval on the JSA prior to authorising the operation.
[bookmark: _Toc533422609][bookmark: _Toc28869824]Operations near people
Unless otherwise authorised by the Chief Remote Pilot (Flight Authorisation Form), the Remote Pilot must ensure the RPA is not operated within 30m of any person who is not directly involved with the operation of the RPA persons being filmed or photographed such as actors, athletes, or members of the public, are the subject of an operation.  They are not considered as being directly involved in the operation of the RPA and as such, the 30m rule applies. 
The Chief Remote Pilot may provide authorisation to a Remote Pilot to operate within 30m but no closer than 15m of a person(s) provided consent has been obtained from that person(s).  Authorisation to operate within 30m but no closer than 15m of a person must be in accordance with the procedures detailed in the RPAS Operations Procedures (Library) that cover the risk management of the operation including, operating procedures, risk assessment and the training/competency standards required of Remote Pilots prior to operations of RPA in close proximity to people.
[bookmark: _Toc533422610][bookmark: _Toc28869825]Accident/Incident Reporting
All persons working under the authority of this ReOC must report any accident, incident or near miss to the Chief Remote Pilot.  
Certain incidents and accidents that relate to RPA operations must also be reported to the Australian Transport Safety Bureau (ATSB). The Chief Remote Pilot is responsible for notifying the ATSB of these events. The events will be categorised as either an Immediately Reportable Matter (IRM) or Routinely Reportable Matter (RRM) in accordance with the AIP ENR 1.14 as detailed below.
	Immediately Reportable Matters
	Routinely Reportable Matters

	Make a report as soon as is reasonably practicable by telephone on 1800 011 034
Follow up with a written report within 72 hours
	Submit a written report within 72 hours



In the event that an operation results in an immediately or routinely reportable matter the Chief Remote Pilot and Remote Pilot in Command must take reasonable steps to preserve any flight planning and operational data, telemetry logs and RPAS components which may assist in validating the cause of the incident.
[bookmark: _Toc533422611][bookmark: _Toc28869826]Dropping or Discharging Items 
The Remote Pilot must not cause anything to be dropped or discharged from an unmanned aircraft in a way that creates a hazard to another aircraft, a person, or property.
[bookmark: _Toc533422612][bookmark: _Toc28869827]Use or Application of Dangerous Goods
Activities involving the use or application of dangerous goods which do not form part of the RPA must be specifically approved by the Chief Remote Pilot. These activities may also be subject to State or Federal legislation.
[bookmark: _Toc533422613][bookmark: _Toc28869828]Aeronautical Radio Usage
Good airmanship would generally dictate that the carriage and use of a radio to maintain a radio listening watch is considered the preferable safe mode of operation for all flights. Some operations will require that a radio listening watch is maintained and, in some circumstances, that radio calls are made. The Chief Remote Pilot must determine if a radio is required as part of their Flight Authorisation and JSA.
If RPAs are operated where the carriage and use of a radio is required, the operation is only permitted if these requirements can be met.  A person operating an aviation radio must hold a relevant qualification issued by CASA.  Procedures for the use of radios, including any training requirements or competency standards for Remote Pilots, are detailed in the RPAS Operations Procedures (Library).
Remote Pilots are required to hold a Radio qualification (minimum) prior to operating within Controlled airspace, unless the Remote Pilot holds any of the following:
a) An aeronautical radio operator certificate;
b) A flight crew licence;
c) An air traffic control licence;
d) A military qualification equivalent to a licence mentioned in paragraph (b) or (c);
e) A flight service licence.
The Chief Remote Pilot will not authorise operations within Controlled airspace unless the Remote Pilot has any of the above qualifications.




[bookmark: _Toc533422614][bookmark: _Toc28869829]Part E – RPAS Training school
[Company Name] does not intend to operate as an RPAS Training School
[bookmark: _Toc513537467]
[bookmark: _Ref532899359]


[bookmark: _Toc533422615][bookmark: _Toc28869830]Section F – Maintenance Control Procedures
[bookmark: _Toc533422616][bookmark: _Toc28869831]Maintenance Programming
[bookmark: _Toc533422617][bookmark: _Toc28869832]Scope of Maintenance
The primary purpose of maintenance is to ensure the ongoing safety and reliability of RPAS through both preventative maintenance and inspection processes.  RPAS must be kept in a good state of order and repair and any reported or observed defects with the RPAS must be investigated and remedied before further operation of the RPAS.
Maintenance schedules provide for the routine repair, servicing and testing (preventative maintenance) of the RPAS.
A maintenance schedule will consider the mechanical, avionic, and computer-based systems (including software and firmware) associated with the:
RPA and their power sources such as batteries, fuel cells, etc.
RPAS support equipment including transmitter/receiver equipment, radio devices, and any other item of plant or equipment associated with the operations or use of the RPA
RPA role equipment and their fittings such as cameras, electronic sensing devices, etc.
[bookmark: _Toc533422618][bookmark: _Toc28869833]Maintenance to be in Accordance with Schedules
All maintenance to be carried out on RPAS will be scheduled in accordance with the manufacturer’s specifications where that information exists and is relevant. 
If a manufacturer does not provide details concerning the scheduling of maintenance, or the information is not relevant, the Maintenance Controller may:
Develop a schedule for the maintenance based on best practice standards and document it in a RPAS maintenance schedule
Place the item ‘on condition’ in accordance with 6.1.4 below.
The Maintenance Controller will ensure that where maintenance schedules have been developed for an RPAS, this schedule will be recorded in the relevant RPAS section of the RPAS Operations Procedures (Library).
[bookmark: _Toc533422619][bookmark: _Toc28869834]Variation of Maintenance Schedules
If operational experience identifies that the existing maintenance schedule is deficient, the Maintenance Controller will vary the maintenance scheduling to ensure the ongoing reliability of the RPAS.
The Maintenance Controller must not allow the maintenance schedule to be less onerous than the manufacturer’s specifications. All variations of the maintenance schedule will be recorded in the relevant RPAS section of the RPAS Operations Procedures (Library). 
The Maintenance Controller will review each schedule periodically to ensure the most current instructions are in use.
[bookmark: _Ref532907275][bookmark: _Toc533422620][bookmark: _Toc28869835]‘On Condition’ Maintenance
All components of an RPAS including those on a maintenance schedule are subject to ongoing ‘on condition’ monitoring through the Pre-flight and Post-flight inspections.
The Pre-flight and Post–flight inspections are used to identify damage, wear, malfunction or unserviceability, and any defects found during these inspections will be recorded on the electronic version of the Defect and Maintenance Log (Appendix 7 of the RPAS Operations Procedures (Library)).
The Maintenance Controller will monitor the failure rate of each RPAS component that is ‘on condition’ or subject to a maintenance schedule to ensure the schedule is effective in minimising unserviceable items and operational disruptions.
[bookmark: _Toc533422621][bookmark: _Toc28869836]Minimum Requirements for Maintenance Schedules
Maintenance schedules will include the following items for each RPAS operated under the authority of the ReOC:
Pre-flight Inspection Checklist
Post Flight Inspection Checklist
Periodic/Post Maintenance Checklist.
The content of these checklists is detailed in Appendix 9 in the RPAS Operations Procedures (Library). 
[bookmark: _Toc533422622][bookmark: _Toc28869837]Maintenance Procedures
[bookmark: _Toc533422623][bookmark: _Toc28869838]Maintenance Instructions
All maintenance carried out on RPAS operated under the authority of the ReOC will be carried out in accordance with any manufacturer’s instructions that exist for that maintenance. The instructions will be detailed in each specific RPAS section of the RPAS Operations Procedures (Library). 
[bookmark: _Toc533422624][bookmark: _Toc28869839]Repair or Replacement of Components
Components must be repaired or replaced where they show signs of unserviceability, abnormality or damage unless the damage is insignificant to the operation of the RPAS (e.g. scratches or cosmetic damage).
[bookmark: _Toc533422625][bookmark: _Toc28869840]Firmware/Software Updates
Avionic and control system software is only to be updated after the version has been confirmed as being stable. A post maintenance test flight, in a controlled and safe location, must be completed as part of the maintenance activity whenever a software or firmware update is applied.
Where an issue arises with a new software / firmware version the component is to be rolled back to the previous stable version before the RPAS is used in commercial operations.
Records of firmware or software updates will be documented in the maintenance log and include details of any test flights and version numbers relevant to the update. 


[bookmark: _Toc533422626][bookmark: _Toc28869841]Maintenance Authorisation
[bookmark: _Toc533422627][bookmark: _Toc28869842]Maintenance Personnel to be Authorised
The Maintenance Controller authorises the following people to conduct maintenance on RPAS:
Remote Pilots who have completed the induction programme;
Manufacturers of RPAS items and their approved service agents;
Organisations and service providers assessed by the Maintenance Controller as being competent to provide RPAS maintenance services.
[bookmark: _Toc533422628][bookmark: _Toc28869843]Remote Pilot Maintenance Authorisation
Remote Pilots who have completed the induction programme are authorised by the Maintenance Controller to conduct the following maintenance:
Replacement of propellers
Pre-flight and Post-flight inspections
Replacement and charging of batteries
Fitting and removal of payloads and role equipment.
[bookmark: _Toc533422629][bookmark: _Toc28869844]Defects
A defect is defined as any confirmed abnormal condition of an item whether or not this could eventually result in a failure. In addition to imperfections that may impair the structure, composition, or function of the RPAS, the scope of this definition also includes any intermittent failure, spurious warning, or fault in the operation of a RPAS that may cause it to deviates from its manufacturer’s specifications.
All defects identified in any part of the RPAS (RPA, transmitter/receiver, role equipment, etc.) must be recorded as soon as they are identified and prior to further operation of the RPAS.
During operations, only those defects the Remote Pilot has been authorised to repair may be rectified by the Remote Pilot.  All other defects must remain ‘open’ until the Maintenance Controller has assessed and rectified the defect.
The Maintenance Controller must be immediately notified when a defect is identified in the field that cannot be rectified by the Remote Pilot. In these situations, the Maintenance Controller will consult with the Remote Pilot on the action that will be taken to remedy the defect.
In situations that a defect cannot be rectified, the Remote Pilot will suspend the RPAS operation and notify the client of the situation. Under no circumstances is the aircraft to be operated if there is an open RPAS defect.
[bookmark: _Toc533422630][bookmark: _Toc28869845]Recording of Defects and Maintenance
It is the responsibility of all person(s) involved in the operation of RPAS to report defects as they occur and record the maintenance they have conducted on the RPAS.
Defects and maintenance will be recorded on the electronic version of the Defect and Maintenance Log (Appendix 7 of the RPAS Operations Procedures (Library)).  All open defect items must be closed prior to flight.
Remote Pilots must notify the Maintenance Controller that a maintenance item or defect has been recorded on the electronic version of the Defect and Maintenance Log:
For open defects – as soon as practicable
For defects rectified by the Remote Pilot – as soon as possible upon return to the operating base.
The Maintenance Controller will review all defects and where necessary, make adjustments to the RPAS Maintenance Plan to enhance the serviceability of RPAS components and improve the reliability of RPAS operations.
The Maintenance Controller will resolve each item and manage the Defect and Maintenance Log for each element of the RPAS and keep this record for the life of the RPAS element. 
Note:  The Pre/Post Flight Check is recorded on the RPAS Time in Service Log rather than the Defect and Maintenance Log.
[bookmark: _Toc533422631][bookmark: _Toc28869846]RPAS Time in Service Log
The electronic version of the RPAS Time in Service Log (Appendix 6 of the RPAS Operations Procedures (Library)) is used by the Remote Pilot to record details of the flight times and the Pre/Post Flight Checks conducted on RPA.
When a RPAS Time in Service Log becomes full, the Remote Pilot will transfer the cumulative total of flight hours to a new RPAS Time in Service Log and forward the completed RPAS Time in Service Log to the Maintenance Controller.  
The Maintenance Controller will file the RPAS Time in Service Log for each RPA operated under the authority of the ReOC and unless specified otherwise in the MOS keep this record for the life of the RPA.
[bookmark: _Toc533422632][bookmark: _Toc28869847]Flight Tests
Following all maintenance and before final sign-off for completion of maintenance task, the person carrying out the maintenance or another person nominated by the Maintenance Controller shall carry out a flight test of the aircraft to verify that it operates correctly in all available modes.
Flight test requirements for each RPAS type will be developed by the Maintenance Controller in consultation with the Chief Remote Pilot to take into account the capabilities, operating modes and tasking of the RPAS. 
Details of the flight test requirements for each RPA are detailed in the relevant RPAS section of the RPAS Operations Procedures (Library).
[bookmark: _Toc451335711][bookmark: _Toc474218670]


[bookmark: _Ref532900346][bookmark: _Toc533422633][bookmark: _Toc28869848]Appendix 1 – Copy of RPA operator’s certificate


[bookmark: _Toc451335712][bookmark: _Toc474218671]
[bookmark: _Ref532904419][bookmark: _Ref532904930][bookmark: _Toc533422634][bookmark: _Toc28869849]Appendix 2 – Permissions, Exemptions and Approvals
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[bookmark: _Toc451335713][bookmark: _Toc474218672][bookmark: _Ref532914808][bookmark: _Toc533422635][bookmark: _Toc28869850]Appendix 3 – Risk Assessment
Overview
Risk assessment is an essential part of the risk management strategy and is used to determine what risks will be tolerated, mitigated (controlled), or in some cases, avoided.  The process is initiated when:
An assumption made about risk in the Job Safety Assessment (JSA) is no longer valid
The JSA identifies a new risk, or 
A new operation is undertaken which requires a permission, approval or exemption from CASA or other State or Federal authorities.
Figure 1 - The safety risk management process (Clothier, 2013) below details the safety risk management process that includes the following key areas:
Communication and consultation 
Establishing the context
Risk assessment
Risk treatment 
Monitoring and review.
[image: ]
[bookmark: _Ref532912616] Figure 1 - The safety risk management process (Clothier, 2013)

 
Communication and Consultation:
Where possible, any person affected by a risk should be identified and consulted with at each stage of the risk management process.  The consultation process requires the sharing of information and should provide the genuine opportunity for all people affected by the risk to be part of the decision-making process.
Clear, open and transparent consultation is a key element in successful risk management practices.
Establishing the context:
In addition to communication and consultation, the context of a risk should be established in terms of its compliance with legislative standards and operational/organisational environment.  The following steps should be undertaken to establish the context:
Topic Objectives – Clearly articulate the specific objectives of the RPAS activity that will be undertaken, including locations, proposed time of operations, etc.
External Environment – identify and consider what additional matters may need to be considered. This may include the identity of key stakeholders, legal/regulatory requirements from other State or Federal authorities, technical matters relevant to the risk, other activities or sensitivities that may impact on the risk, etc.
Internal Environment – identify and consider if there are any special internal requirements that need to be considered, including staff training, human factors, reliability and suitability of equipment etc.
Stakeholders – all stakeholders that may be impacted on the risk need to be identified.  This may include the client, other airspace users, members of the public, public interest groups, owners and occupiers of buildings, and Local, State or Federal authorities etc.
Risk Assessment - Risk Identification:
Risks need to be identified in terms of what, why and how things occur so further analysis of the risk can be undertaken.  This step should identify any risks arising from the operating environment and generate a comprehensive list of risks that could impact on those objectives.
For some activities, especially safety related activities; hazard identification is the first step when identifying risks.  A ‘hazard’ can be a situation that poses a level of threat to life, health, property or the environment; or a form of potentially damaging energy.
Risks can be identified using the following tools:
Audits or physical inspections
Accident / incident reports
Brainstorming
Decision trees
History
Interview / focus groups
Personal or organisational experience
Scenario analysis
Strengths, weaknesses, opportunities and threats (SWOT) analysis
Survey or questionnaires.

Some questions to ask when identifying risks:
When, where, why, and how are the risks likely to occur?
What is the source of each risk?
Who is likely to be affected by the risk?
Identified risks will be documented on the Risk Control Worksheet detailed in Table 4 below.
Risk Assessment - Risk Analysis:
The objective of this step is to separate the broadly acceptable risks from those risks requiring subsequent treatment.  For each identified risk the existing controls need to be analysed in terms of consequence and likelihood in the context of those controls.   
A control is defined as a measure that modifies a risk i.e. reducing the consequence and / or likelihood.  Controls include any policy, process, practice, device, people, or other actions which modify risk. The method of analysis to be applied will depend on the particular application, the availability of reliable data and the decision-making needs of the activity.  Details on risk analysis techniques can be found in ISO31010:2009 Risk management – Risk assessment techniques.  As appropriate, these techniques may involve the qualitative or quantitative assessment of risk. 
The risk assessment matrix is an example of a qualitative tool used to assess consequence and likelihood.   Consequence (Table 1) and Likelihood (Table 2) values are used to derive a Risk Rating (Table 2).   The numeric rating scale should be applied consistently for each activity evaluated and the detailed consequence descriptions need to be considered in the context of the activity that is being assessed.  
Risk Assessment - Risk Evaluation:
An evaluation of each identified risk will be conducted to determine those risks that are acceptable and those that require further treatment.  Risks that require further action will be mitigated prior to any RPAS operations. The risks that have been accepted will be noted and monitored in accordance with ‘Monitor and Review’ process detailed below.
Existing controls and their effectiveness must be taken into account when analysing the risk to derive a Risk Rating score.  Details of this risk analysis will be recorded on the Risk Control Worksheet detailed in Table 4 (below).   The analysis will consider the range of potential consequences and how likely they are to occur.  Consequence and likelihood are combined to produce an estimated level of risk called the Risk Rating.
Risk Treatment:
In accordance with Table 2 – Risk Rating (below), low priority risks (score <4) will be accepted and monitored.  Medium risks (score <6), will be reduced to an acceptable level of risk in accordance with ‘As Low as Reasonably Practicable’ ALARP principles detailed below.  Risks with a score of 6 or higher are not permitted to be accepted by the Chief Remote Pilot. 
The ALARP criteria will be used to manage risks that have a significant safety consequence.  It is acknowledged that although the cost of mitigating a risk is a consideration of the ALARP process, it is secondary to what is required by relevant legal standards and measured against what a ‘reasonable person’ would do to control the risk in similar circumstances.   For this purpose, ALARP is the situation where risk is negligible, or at least at a level where it can be managed by routine procedures.
The importance of insurance is recognised in the risk management process and as such, the operator will ensure that appropriate insurance exists for all RPAS activities that are being undertaken.  
For each risk, the risk treatment(s) will be detailed in the applicable part of the Risk Control Worksheet as detailed in Table 4 (below).  A new risk assessment will be conducted to determine the suitability of the risk treatment and these details, including a revised risk score, will be entered in the table.    
Monitor and Review:
The last step in the Risk Management process is to monitor and review the effectiveness and performance of the risk treatment options, strategies, and the management system and changes which might affect it as follows: 
Each step undertaken should be documented to enable effective monitoring and review
Risks and the effectiveness of treatment measures need to be monitored to ensure changing circumstances do not alter the risk priorities
Identification, assessment, and treatments must be reviewed to ensure the risks remain relevant and continue to be managed and that any new or emerging risks are identified and managed.
  

COMPANY NAME Operations Manual
Revision Date: [Date]     	Page 1 of 41


[Company Name] 		Operations Manual
Revision Date: [Date]	Page 1 of 41

[bookmark: _Ref532914915]Table 1 – Consequence Values
	
	Consequence

	
	0
	1
	2
	3
	4
	5

	People
	No injury
	Minor injury that does not require medical treatment
	Minor injury that requires first aid treatment
	Serious injury causing hospitalisation or multiple medical treatment cases
	Permanent injury or disability (including blinding) that may result in hospitalisation of at least one person
	One or more deaths, multiple severe injuries or permanent total disability

	RPAS
	Any element of the RPAS is degraded but task unaffected
	A failure not serious enough to cause RPAS damage but which will result in unscheduled maintenance or repair or incomplete task
	Minor RPAS damage resulting in damage to components, incomplete task and future unserviceability of RPAS
	Significant RPAS damage but repairable
	Complete loss of or destruction of a RPAS component (RPA, camera transmitter, sensor, etc.)
	Loss of all RPAS elements

	Reputation

	Small delay, internal inconvenience only
	May threaten an element of the service resulting in the task or objective being delayed
	Risk does not violate any law and can be easily remedied.  It has some effect on reputation and/or external stakeholders
	Risk does not violate any law and can be easily remedied. It has some residual effect on reputation and/or external stakeholders and while reputation is damaged it is recoverable
	Risk violates a law but can be remedied.  It has a residual effect on reputation and/or external stakeholders and may result in damage to reputation
	Risk violates a law and is unable to be remedied.  It has a significant impact on reputation and/or external stakeholders and will result in loss of reputation

	Cost/Property Damage
	Negligible
	Less than $1,000
	More than $1,000 less than $10,000
	More than $10,000 less than $100,000
	More than $100,000 less than $1,000,000
	Loss or damage exceeding $M1

	Airspace
	No aviation airspace safety implication
	Minor breach of aviation safety regulations or RPA Area Approval
	Serious issues of compliance with aviation safety regulations, RPA Area Approval or operations resulting in potential avoiding action by a manned aircraft but no collision
	Serious issue of compliance with aviation safety regulations or operations or the loss of separation resulting in the potential for a collision with a manned aircraft but the manned aircraft is able to land with no serious injuries or fatalities
	Potential for aviation safety incident/s involving multiple life-threatening injuries, or fatalities, to less than 10 people
	Potential for multiple fatal aviation safety incidents causing multiple fatalities, to 10 or more people

	Equitable access of airspace
	No effect on access to airspace users
	Some users of the airspace may perceive or experience airspace inequality resulting in between 5 to 10-minute delay or minor detour
	Some users of the airspace may perceive or experience airspace inequality resulting in more than 10-minute delay or major detours
	Most users of the airspace will experience airspace inequality resulting in long delay (>30 minutes) or major detours
	All users of the airspace will experience airspace inequality resulting in long delay (>30 minutes) or major detours
	Airspace users are prohibited from operating in the airspace causing significant disruptions to operations and financial cost



Table 2 - Likelihood
	Likelihood
	Almost Certain
	5
	>1 in 10
	Is expected to occur in most circumstances

	
	Likely
	4
	1 in 10 – 100
	Will probably occur

	
	Possible
	3
	1 in 100 – 1000
	Might occur at some time in the future

	
	Unlikely
	2
	1 in 1000 – 10000
	Could occur but considered unlikely or doubtful

	
	Rare
	1
	1 in 10000 - 100000
	May occur in exceptional circumstances

	
	Extremely Rare
	0
	< 1 in 100000
	Could only occur under specific conditions and extraordinary circumstances



[bookmark: _Ref532914465][bookmark: _Ref532914442]Table 3 – Risk Rating
	
	
	
	Consequence

	
	
	
	0
	1
	2
	3
	4
	5

	Likelihood
	Almost Certain
	5
	5
	6
	7
	8
	9
	10

	
	Likely
	4
	4
	5
	6
	7
	8
	9

	
	Possible
	3
	3
	4
	5
	6
	7
	8

	
	Unlikely
	2
	2
	3
	4
	5
	6
	7

	
	Rare
	1
	1
	2
	3
	4
	5
	6

	
	Extremely Rare
	0
	0
	1
	2
	3
	4
	5

	
	Untreated Risk Scores
8,9,10 (Extreme risk) - Task is not permitted.  Risk controls are required to ensure residual risk is acceptable.
6,7 (High risk) - Task is not permitted.  Risk controls are required to ensure residual risk is acceptable.
4,5 (Medium risk) - Task may proceed, however, risk must be reduced to ‘as low as reasonably practicable’ (ALARP). 
1,2,3 (Low risk) - Task may proceed.




1 [bookmark: _Toc533155068]
[bookmark: _Hlk534287242]Table 4 – Example Risk Control Worksheet 
	Risk No/ ID
	Strategic Theme
(e.g. operational, legal,  financial, resource etc.)
	The Risk
What can happen and How it can happen
	The Consequence

	Existing Controls
Description and Adequacy (only controls that are currently in place)
	Risk Rating
	Additional Risk Treatment Strategies (to be implemented to reduce the risk rating to an acceptable level)

	Risk Rating after controls
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(a)
	C
(b)
	R
(a+b)
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(b)
	R
(a+b)

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	





[bookmark: _Toc533422636][bookmark: _Toc28869851][bookmark: _Ref532897662][bookmark: _Ref532899479]appendix 4 - RPAS Operational procedures (library)
Refer to the separate RPAS Operational Procedures (Library) Document.

[bookmark: _Toc533422637][bookmark: _Toc28869852]Schedule 1 – RPAS Operating Types and Nominated Personnel
[bookmark: _Toc21070521][bookmark: _Toc28869853]RPAS Operating types
	Manufacturer
	Model/Type
	Maximum Take-Off Weight
	Identifier/Serial No.

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	




[bookmark: _Toc21070522][bookmark: _Toc28869854]Nominated Personnel
	Position
	Holder
	ARN
	Date Approved

	Chief Remote Pilot
	[Name]
	[ARN]
	[TBA]

	Maintenance Controller
	[Name]
	[ARN]
	N/A

	CEO / Director / Owner 
	[Name]
	[ARN]
	N/A





CEO


Chief Remote Pilot


Maintenance Controller


Remote Pilot In Command


Paylod Specialist, RPA Observer and Others
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Instrument number CASA 01/17

1, SHANE PATRICK CARMODY, Acting Directo of Aviation Safety, an behalf of
‘CASA, make this instrument under regulations 11 056 and 101.029 and
subregulation 101.095 (1) of the Civil Aviation Safety Regulations 1995.

[Signed . Carmody]
‘Shane Carmody
‘Acting Director of Aviation Safety

22 February 2017
Approval — operation of RPA at night

1 Commencement
“This instrument commences on the day of regisration.

2 Repeal
Insirument CASA 103/16 with unique identifier F2016N00022 is repealed.

3 Application
“Thi instrument appliesto the operation of an RPA ofher than alarge RPA. by a
‘person who holds 2 cetifiate as an RPA operatr (the aperator).

4 Definitions
Inthi instrument-
authorised remote plof means the operator'schief remote pilot o a person
‘authorised by the operator's chief remote pilot to operate the RPA in accordance:
it clauses § and 9 of Schedule 1
'RPAS Sample Operations Manual means the RPAS Saumple Operations Mamal
‘published by CASA 25 existingat th fme when his instrament commences
oo At i when s s commences, e RDAS Seple Opersions Manul
bty CASK iR OSE 17 o
s e g e saplscpersiommaliocs

5 Approval

(1) The operator s approve to operae the RPA at night.

@) An authorised remote pilt is sproved to operatethe RPA at night

6 Conditions

(1) The approval i subsection 5 (1) is subjecttothe conditions mentioned in

Schedules 1 and 2.

@) The approval in subsecton 5 (2) s subjec o the conditions mentioned in
Schedule 2

s e CASA 0117 Fags et puees

At Version F201TNI00L g 24122017
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Schedule 1 Conditions — operator

1 The operator must have documented practices and procedhres, hat are approved in
‘writing by CASA or by a Manager o Team Leader of CASA with responsibility for
regulatory oversight of RPA operations, for raining and fesing of individals in
relation to operating RPA at mght
Note st date of s insrunet, e Maasger 1 Tesm Lesde of CASA with ety for
‘replatoryovesighsof EPA opaations are e Ntona] Assraace Marager ad e EPAS Team
Lesder i Sety Assesocs Beach, Avision Grog.

2 Forclause 1, the practces and procedres mentioned in the RPAS Sample
Operations Manual for raining and tesing of individuals in elation to operating
‘RPA at night are taken to be approved by CASA.

Note Practicesand procdires for aning and tesig of ndiidls i rlaion o operating EPA 31
‘igh il thos n Pare C, Secion 351 (Ramote il Trniag o Spaciased Oparation) of .
‘£5AS Sunple OpersionsMaoual ad Appendo § (ighe VLOS Tmag Sylies) o e FPAS
Operasonl Procedes (Library), which s Append 4 o the RPAS Saple Opertions Mamal.

3 The operator must have docimented practices and procedures, that are approved in
writing by CASA or by a Manager o Team Leader of CASA with responsibility for
regulatory oversight of RPA operations, for.

(@) making records defailng the taining and testng wndertaken by authorised
remote pilots; and
®) retention of those records.

4 For clause 3, the practices and procedures mentioned in the RPAS Sample
Operations Manal for making and retention of records detaling the raning and
testing undertaken by personnel involved in RPA operations are taken to be
approved by CASA.

Note Praceicesand procdare for kg nd eenion o g nd estiag rcords nclae
Bose i Secion 3.2 (Racod Keepiag) f e EPAS Sample Oprations Mama

S The operator must have documented practices and procedures, hat are approved in.
writing by CASA or by a Manager o Team Leader of CASA with responsibility for
‘regulatory oversight of RPA operations, for ik assessment and mifigation.
‘processes for operation of RPA at might

6 Forclause 5, the practces and procedes fo risk assessment and mitigation
‘menfioned in the RPAS Sample Operations Mamual ar taken to be approved by
CasA
NotePrcices s procdives o ik ssassnent and g e those i Secion §2
ety Chuck s Job Sy Asssinent (1SA)) 120 Append 3 Rk Asessnent) of
‘RPAS Sample Opeatons Mamal

7 A copy of this instrument must be included i the operator's documented practices

nd procedhues.
NoteForoperstors sing he RPAS Sl Operaions Mamal. acopyof s st snd a
copy ofamycber it corespondence it CASA whicndicates e the oparaor s pproved
0 cperae under i sunant houd b acladed n Append 3 (ermisions, Exempacns
Approval).

8 The operator must ensure that the RPA s operated by only:

(@) the operator’s chief remote pilot; or
® aperson authorised by the operator’s hief remote pilot.

9 Before authorising a person to operate the RPA, the operator's chief remote pilot
‘st be satisfied that the person:

(@) olds a remote pilot icence that atharises the person to operate the RPA; and

) has the knowledge and practical abilites to operate the RPA; and
Insrment e CASA 0117 pp—
At Version F201TNI00L g 24122017
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(€) has been approved by the operator to operate the RPA in accordance with the
operator's documented practices and procedures and this istrument; and.
@ either
@ bas seceived appropriate taining and testing in relafion to the operation of
e RPA atnight; or
(@) will only operate the RPA while receiving training or taking a testin
operating RPA atnight.
10 Before any operation under this approval, the operator must ensure that a isk
assessment s caried out by the operator's chif remote pilot i sccordance with the
documented practices and procedures menfioned in clause .

Schedule 2 Conditions — operator and authorised remote pilot

1 The operator and an authorised remote pilot must comply with a equest fom
‘CASA for CASA to tet e pilt on the pilot's knowledge and practical ablites o
operate the RPA in accordance with his instmument.

2 The operator and the aufhorised remote pilot must ensure tha the launch and.
Ianding and recovery areas are luminated so that the posifion of the RPA can be.
establshed and maintained by the authorised remote pilt by visual reference.
NoteForexasple, e sress sy be it by porble ihtingor seld hing.

3 The operator and the authorised remote pilot must ensure that the RPA is fited with
al of the following:

(@) serviceable equipment for a GPS hold and return to home fimction:
® serviceable equipment for a GPS lock with a minimum of 7 GPS satellts.

4 The operator and the authorised remote pilot must ensure that the RPA displays.

orientaton lighting when the RPA is in fight.

Note Forexample, e crenatio ghting mey consst f LED ights o the o and e arms o .
koo RBA.

S The operator and the authorised remote pilot must ensure that ground safion
software is used to enable the authorised remote pilo to 2sess the RPA's posiion.
6 The operator and the aufhorised remote pilot st not operatethe RPA outdoors:

@ imnmor
(®) ifthunderstorms are observed o reported within 5 kilometrs of the location of
the proposed operation.
Insrment e CASA 0117 Page3 ot pazes
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